
Side-Load AnoSkyBoxTM

www.rosedisplays.com

Color Options and Profiles

12AS200R 
black anodized aluminum 
round profile

12AS200R 
clear anodized aluminum 
round profile

12AS200SQ 
black anodized aluminum 
square profile

12AS200SQ 
clear anodized aluminum 
square profile

An innovative design makes
changing graphics simple.

• Never needs to be disassembled
to change graphics.

• Slide graphics in and out instantly
with side-loading panels.

• Easy assembly— no installation 
crew necessary.

• Ideal to hang over high-traffic
areas or cash wraps.

Always cut to your exact specifications.

12” x 60” x 60” 

18” x 66” x 18”

20” x 96” x 12”

30” x 84” x 84”    

All AnoSkyBox orders are cut to your exact speci�cations.

Custom sizes available. Call for pricing.

AnoSkyBox Example 
12AS200 

Example Size 

(h)” x (w)” x (d)” 



Panel size: Maximum 96” wide x 36” high. Note: Loading sides have a height limit of 36”.

Custom colors are available; 10,000 ft. minimum and an up charge may apply. Wood finishes are available and we can match most colors.
Minimum quantities apply. 

For live area calculator and hanging options see AnoFrame spread.

Technical Information

 

1-800-631-9707

Fram
es

Substrate Possibilities 

inches millimeters points

1/8” 3 mm. 125

Sizes reflect combined laminate and substrate thickness.

maximum thickness
equivalent to: 
3.5” floppy disk

Substrates should be rigid or semi-rigid.  For thin, flexible substrates
use backer boards or clear protective liners, sold separately. Please call
for details.

Assembles in minutes. All you need is
this handy tool (included with every order).


